OFTION #]

Concrete Encased Electrode CUFER) Installation. Inspection of footing
connection VONE BY STAFFORD COUNTY prior to concrete placement.
Connection can be run inside OR autside.

SEAL END,

EMBED CONPUIT INTO' CONCRETE
FOOTNG

#4 (U CONDUCTOR IN 1/ 2
RG> CONPUIT OR EQUIVALENF

FOOTING ELECTRODE (LFER) 10 BE BONDED 10 PRIMARY
CROUNDING ELECTRODE SYSTEM, CONDUCTOR LENGTH 10 BE
SUFFICIENT FOR INSTALLATION WITHOUT SPLICES,

EXTEND CONDUIT 6" ABOVE SLAB OR GRADE AND

10 SERVICE PANEL

OPTION #2

5
N

TEND CONDUIT 6" ABOVE 5LAB OR CRADE AND FILL
WITH WATERPROOF  COMPOUNP——

Concrete Encased Electrode CUFERD Installation, Inspection of footing Stafford County
connection NOT DONE by STAFFORD COUNTY prior to concrete Department of Public Works
placement, UFER may ocaur axtside or inside of foundation well, Building Permits and Inspections

LFER AND PRIMARY ELECTRODE
ARE 10 BE CONNECTED

2 GROUNDING
ELECRODES SPACED 6"

APMT“

REINFORCING STEEL (TYP)————F=

EMBED CONDUIT INTO' CONCRETE
FOOTNG

FOOTING ELECTRODE (LFER) 10 BE BONDED 10 PRIMARY
CROUNDING ELECTRODE SYSTEM, CONPUCTOR LENGTH 10 BE
SUFFICIENT FOR INSTALLATION WITHOUT SPLICES,

When a footing is installed incorporating 200 or more of reinforcing steel, a UFER must be incorporated into the graunding électrode sustem by code, If UFER is inspected by Stafford County prior to pouring the footing as shown in aption #1, a supplementary
agrounding electrode system as shown in option # 2 is not required. Pecause of the mportance of the graunding electrode suystem, if the UFER connection is not inspected by Stafford Caunty a supplemental system as shown in option ¥ 2 must be installed and
inspected by Stafford Caunty,

IF STAFFORD COUNTY 15 1O CONPUCT THE UFER INSPECTION A C2O2) ELECTRICAL / STEEL BONPING INSPECTION 15 REQUIRED, |7 STAFFORD COUNTY DOES NOT
PERFORM THE CLFERD INSPECTION THE (2020 INSPECTION'WILL BE WANVED AT THE TIME OF THE (501D PERMANENT METER INSPECTION AND THE DRIVEN GROUNPING

ELECTROVES WILL BE VERFIED AT THAT TIME.




